
DAVOS S1P NIEDRIGE SICHERHEITSSNEAKERS
2 3 M S S 1 9 0 3

Niedrige Sicherheitssneakers - metallfrei
Schuhspitze: Composite 200J
Mittelsohle: Nicht metallische durchtrittsichere
Sohle
Innensohle: Antistatisches, anatomisches und
abnehmbares Textilmaterial mit EVA Unterseite
Sohle: EVA und Hochwertige Gummisohle mit
hoher Temperaturbeständigkeit bei hohen und
niedrigen Temperaturen
Leisten: Bequem
Antistatisch, Öl- und chemikalienbeständig
EN ISO 20345:2011 S1P SRC

Zusammensetzung

Oberer Teil: Schwarzes Gewebe und PU-
Ausrüstung
v: 3D atmungsaktives schwarzes Futter mit
abriebfestem Material an der inneren Ferse

Size

37 - 38 - 39 - 40 - 41 - 42 - 43 - 44 - 45 - 46 - 47

Color

Technologies

S1P

Safety class S1P
(A+FO+E+P)

More info

SRC

Slip resistance of SRA +
SRB 

More info

Anti-perforation

Anti-perforation sole

More info

Energy absorption

Energy absorption in the
heel

More info

Antistatic

Antistatic features.

Read more

FO

Sole has resistance to
hydrocarbons

More info

EVA

EVA stands for "ethylene
vinyl acetate". It is a
"rubbery" material by its

Composite safety
toecap

Meets all requirements
described under EN ISO

100% Metal free

No metal is present
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properties; it is flexible and
soft. It is a material with a
light weight, which will
allow the safety shoe to be
light.

20345 

More info

Zertifikate

EN ISO 20345: 2011

Technischen anforderungen für
sicherheitsschuhe

Mehr
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